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Re: PMN P08-508/509 Consent Order Dear-

EPA has reviewed and hereby approves the alternative respirators that you requested 
under the above-identified Consent Order, New Chemical Exposure Limit (NCEL) section, 
subsection ( e)(2) (page 30) "Selection. of Appropriate Respiratory Protection" for measured 
concentrations less than or equal to 50 times the NCEL. The respirators are: 1) MSA PlOO/OV, 
PIN 814923, 2) North OV/PlOO, PIN 7581P100, and 3) Scott 642 OV-PlOO. The following are 
limitations to this approval based on the results of the protection factor calculation provided by 
your Company from the contractor, Assay Technologies and the EPA review. 

Limitations: 

1. The tested cartridges must only be used with the same makes and models of the full 
facepiece air purifying respirators (APF=50) with which they were tested and under a similar 
regime of temperature (25 degree C.) humidity (50%) and air flow rate (30Umin per cartridge) 
through the respirators, as used in the lab experiment. 

2. The flow rate used in the lab testing was the minimum flow rate for cartridge testing. 
If worker breathing rates vary on account ofperfonning strenuous activities or because of the 
physical condition ofthe worker, then the Company must consult with EPA because additional 
testing at a higher flow rate could be required. 

3. Use ofthe tested full facepiece air purifying respirators with cartridges is permitted for 
a maximum use concentration of 0.0365 ppm (50 x 0.00073 ppm NCEL) for the PMN substance 
P08-508 for an 8-hour shift . 

.4. This approval is valid for use of the tested full facepiece air purifying respirators with 
cartridges a' amst a smge contammant on -:>u~ YMN suostance. 
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5. If there is potential for inhalation exposure to multiple contaminants, i.e. other 
chemicals in addition to the P08-508 PMN substance, then the Company must consult with EPA 
because additional service life may be necessary to demonstrate that the tested full facepiece air 
purifying respirators with cartridges are appropriate for protection against all chemicals. 

6. The tested cartridges must be discarded after a single shift not exceeding 10 hours. If 
extended cartridge change-out schedules (longer than one 1 0-hour shift) are desired, the company 
must consult with EPA as additional testing could be required to demonstrate that desorption and 
migration of contaminant vapor between shift and during repeated storage and reuse does not 
occur. 

If you have any questions about this matter please contact Rose Allison, the program 
manager who will coordinate the response. 

Sincerely yours, 

Greg Schweer, chief 
New Chemicals Management Branch 
Chemical Control Division (7405M) 




